19971114.ba v01_n774.bam.971114 v01_n775.bam.971114 


>From ???@??? Fri Nov 14 23:24:48 1997 
Message-Id: <199711141510.JAAQ7734@sco.theporch. com> 


Date: 


Fri, 14 Nov 1997 09:10:08 CST 


Subject: BOATANCHORS digest 1774 


BOATANCHORS Digest 1774 


Topics covered in this issue include: 


1) 
2) 
3) 
4) 
5) 
6) 
7) 
8) 
9) 

10) 

11) 

12) 

13) 

14) 

15) 

16) 

17) 

18) 


19) 


FS:more stuff 

by Tom Smith <tsmith@hal-pc.org> 

HRO-60 

by Kevin Pease <hamradio@mm1001.theporch.com> 
Wanted, Heathkit HG-10 VFO 

by Larry Kayser <kayser@rideau.net> 

Re: Wanted, Heathkit HG-10 VFO 

by Jeffrey Herman <jeffreyh@hawaii.edu> 

Now a Hamster 

by "Walter L. Marshall" <wmarshal@CapAccess.org> 
Rockwell Collins Mechanical Filters 

by arc5@ix.netcom.com 

100 kc crystal needed 

by bdhall@ghg.net (Benjamin D. Hall) 

Re: Viking II Audio Driver Transformer 

by "Grant Youngman" <nq5t@gte.net> 

Re: Rockwell Collins Mechanical Filters 

by John Kolb <jlkolb@cts.com> 

Re: And the winners are..... 

by John Ward <ke2st@frontiernet.net> 

500 BANG: dead-nuts fix 

by polepeeg@aa4rm.radio.org (BA x-actions hr) 
Re: Rockwell Collins Mechanical Filters 

by "Claudio Marchesini" <cmar@datamat.it> 

Gas pipe grounds 

by "Paul Bernhard" <W2TU@classic.msn.com> 
Collins 75A4 FS 

by David Meitzen <dmeitzen@champion.aclic.com> 
FS-Radio Handbook by E&E/1946 

by Mike Maloney <ac5p@ionet.net> 

Re: Rockwell Collins Mechanical Filters 

by Bob Roehrig <broehrig@admin. aurora. edu> 
1200 watt Linear FS 

by David Meitzen <dmeitzen@champion.aclic.com> 
Will Work for Artical from Radio Age(Aug. 1993) 
by Roy Morgan <morgan@speckle.ncsl.nist.gov> 
Re: Valiant Blowing Fuses/Mike 


by L & M <toneri@ils.net> 
20) Johnson fusing, etc. 

by Brian.Harris@sv.sc.philips.com (Brian Harris) 
21) tube socket assembly 204A 

by jackiv@juno.com (John M Iverson) 
22) Mil-Spec Clevite Ceramic Filters 

by "P. J. Rovero" <provero@connix.com> 
23) Re: HRO-500 product detector woes 

by 4CX250B@miavx1.acs.muohio.edu 
24) Antenna Tuners 

by "john hart" <wa2hwj@worldnet.att.net> 
25) URL NOT FOUND 

by "Buzz (Wayne) Harrah" <wayne.harrah@mci.com> 
26) Johnson Viking Adventurer 

by FPorzelt@seic.com 
27) PRO-310... 

by Ken Gordon <keng@uidaho.edu> 
28) Re: Johnson Viking Adventurer 

by Charles Ring <charlesr@infonline.net> 
29) Re: PRO-310... 

by "Mike B. Feher" <n4fs@monmouth. com> 
30) Tubes and parts WTB 

by Jay Coward <jayc@hpcmrd42.sj.hp.com> 
31) PRO-310 Revisited 

by RSOLOMON@systems.TEXTRON.COM 


Date: Thu, 13 Nov 1997 19:55:36 -0600 
From: Tom Smith <tsmith@hal-pc.org> 

To: boatanchors@theporch.com 

Subject: FS:more stuff 

Message-ID: <346BAF97.54FECO44@hal-pc.org> 


Ran across some more stuff that needs a home. All prices negotiable but 
plus shipping. 


Gonset COM IV 2 meters with Ameco nuvistor 
preamp $50.00 


HP 215-B Standing wave 
indicator 
$15.00 


TCS Receiver and transmitter 


connectors offer 
- 


Radio Shack DSP 40 (21-543) found 2 units. Will sell 
spare. $32.40 


GRC-109 set including T-784-A transmitter 
RT-3 transmitter 
R-1004-A receiver 
PP-2684-A power 
supply $190.00 


Stancor ST-203-A HF mobil 
transmitter 
$50.00 


Thanks ! Tom Smith N5AMA 
281-376-3436 tsmith@hal-pc.org 


Date: Thu, 13 Nov 1997 19:01:11 -0600 (CST) 

From: Kevin Pease <hamradio@mm1001.theporch.com> 

To: Old Tube Radios <theporch.com! boatanchors@mm1001.theporch. com> 
Subject: HRO-60 

Message-ID: <Pine.LNX.3.95.971113185949 .25519A-100000@mm1001.theporch. com> 


I am looking for the E and F coil sets for an HRO-60. Good luck right ? 
Also what is the CX coil set for. I have no information on it. 


Kevin Pease 
WBOJIZG 
Mount Juliet, TN. 


Date: Thu, 13 Nov 1997 21:37:40 -0500 

From: Larry Kayser <kayser@rideau.net> 

To: boatanchors@theporch.com 

Subject: Wanted, Heathkit HG-10 VFO 

Message-ID: <2.2.32.19971114023740.006b913c@rideau.net> 


Greetings: 


I picked up a junker HW-16 as parts for a G station who in the meantime 
found one over there. I got this one working, but now I need an HG-10 VFP 
to go with it. If any of the Canadian Gang have a HG-10 working and in good 
shape (especially the dial mechanism) and would like to pass it on please 


send me the information on it. 


Larry 
VA3LK 


Date: Thu, 13 Nov 1997 16:46:30 -1000 

From: Jeffrey Herman <jeffreyh@hawaii.edu> 

To: Larry Kayser <kayser@rideau.net> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Wanted, Heathkit HG-10 VFO 

Message-ID: <Pine.GSO.3.95q.971113164601.10314B-100000@uhunix3> 


I thought I saw one drifting by... 


Date: Thu, 13 Nov 1997 22:12:53 -0500 (EST) 

From: "Walter L. Marshall" <wmarshal@CapAccess.org> 

To: boatanchors@theporch.com 

Subject: Now a Hamster 

Message-ID: <Pine.SUN.3.91-FP.971113220230.26318D-100000@cap1.capaccess.org> 


Howdy Dudes and Damsels, 

Been busy lately and haven't had much time for radios. One of the things 
I've been doing is taking Ham classes. I passed my Tech+ and was issued 
KB3BVY. 

Things have momentarily tapered off and I had the last two days to fix 
four radios, including a R-390A that had a P/S problem. I don't know how 
long this slack period will last, so I'm fixing them as fast as I can. 
Working on an Eilen regen, right now. Redoing grounds and filter caps. If I 
have enough time, I'm going to tackle this Marconi Atalanta with the toasted 
antenna coil. Wish me luck. 

Walter 


Date: Thu, 13 Nov 1997 22:15:23 -@600 (CST) 
From: arc5@ix.netcom.com 

To: boatanchors@sco.theporch.com 

Subject: Rockwell Collins Mechanical Filters 
Message-ID: <199711132211656334@> 


Can anyone identify these three Collins mechanical filters: 


Rectangular pack, about 1 1/2 x 1/2 x 1/4 inches, marked: 


(41) 
526 8464 010 
9147 


(42) 
526 8464 020 
9149 


(43) 
526-8464-030 
9340 


Thanks, 
Dave Stinson AB5S 
arc5@ix.netcom.com 


Date: Thu, 13 Nov 1997 22:44:50 -0600 

From: bdhall@ghg.net (Benjamin D. Hall) 

To: BoatAnchors@SCO.ThePorch.Com 

Subject: 100 kc crystal needed 

Message-ID: <3.0.32.19971113224442 .007008c8@mailman.ghgcorp.com> 


Greetings everyone... 


The recent message about someone looking for a socket to make a marker 
generator got me thinking, and a quick trip to my 50's era ARRL handbook 
yielded a nice circuit for a crystal calibrator I'd like to build for 
generating cal charts for my PW dial National RCP. 


Anyone got a 100 kc xtal in the junque-box they'd part with? (prefer the 
CR - whatever can as I've got a socket for it, but I can work with 


anything...) 


Thanks and 73, 


Ben 
P.S.: I knew that one hundred count box of 6186W's would be good for 
something eventually... Too bad this crystal calibrator only uses one... 


Hhhmmnn, maybe I could use 6186W's as the rectifier circuitry, heh heh heh... 


Benjamin D. Hall, KD5BYB, Engine and radio collector / operator 
extraordinaire. Located in Houston, Texas, USA. 
e-mail: BDHall@ghg.net web:http://www.ghgcorp.com/bdhall 


Date: Thu, 13 Nov 1997 22:31:15 -0500 

From: "Grant Youngman" <nq5t@gte.net> 

To: "John Lockhart" <jlockj@minn.net>, boatanchors@theporch.com 
Subject: Re: Viking II Audio Driver Transformer 

Message-ID: <199711140436.WAAQ0627@smtp1.mailsrvcs.net> 


> Appreciate any help in finding one of these! 


Antique Electronic Supply sells an excellent substitute, with enough 
current rating to avoid the ‘open primary" syndrome of the original. 


The part number is P-T20D89 at $12.95. Slightly larger than the 
original, but it fits fine in the original space. 


Grant/NQ5T 


Grant Youngman / NQ5T 


nq5t@gte.net 
BA pics at http://home1.gte.net/nq5t 
Double Oak, TX -- nr Dallas 


Date: Thu, 13 Nov 1997 22:09:58 -@800 (PST) 

From: John Kolb <jlkolb@cts.com> 

To: arc5@ix.netcom.com 

Cc: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: Rockwell Collins Mechanical Filters 

Message-ID: <Pine.SC0O.3.91.971113220620 .13173B-100000@sd.cts.com> 


On Thu, 13 Nov 1997 arc5@ix.netcom.com wrote: 


> Can anyone identify these three Collins mechanical filters: 
> 526 8464 010 


A strange set of filters - 
Center freq 10.20 kHz 0.016 kHz @ -3 db, 1.30 kHz @ -60 db 


> 526 8464 020 
Center freq 11.33 kHz 0.016 kHz @ -3 db, 1.30 kHz @ -60 db 


> 526-8464-030 


Center freq 13.60 kHz 0.016 kHz @ -3 db, 1.30 kHz @ -60 db 


John Kolb KK6IL 


Date: Fri, 14 Nov 1997 01:32:39 -0500 

From: John Ward <ke2st@frontiernet.net> 

To: <boatanchors@theporch.com> 

Subject: Re: And the winners are..... 

Message-ID: <199711140702.CAA123092@node21.frontiernet.net> 


A. B. Bonds wrote: 

>With respect to my Comet Pro problems (heterodyne, regeneration) the 
>winners are... all of the Good Folk who said "oscillating IF" or "bad 
>IF bypass", including Gary Gitzen, Larry W6WUH and John Ward. Worked 
>like this: Many of the grounds in this critter are flat lugs fastened 
>to the chassis with machine screws. The chassis is cad-plated, 
>getting a little powdery. <snip> The 

>activity of the evening was removing all of the shield bases whose 
>screws were used for grounding and doing the war brush dance, and 
>adding star washers to all lugs. Voila! It's a radio again. 

<snip>> 

The 

>bandspread is pretty broad (about 500 kHz at 5 mHz), and when you find 
>something amusing, it is generally necessary to repeak the RF. At 
>least in this one, the oscillator and RF don't track well at all. 

>One runs out of RF well before the oscillator is finished. I may mess 
>with some padding. 

<snip> 

>A Mighty Fine Old Radio. 


Good show, glad you got it talking again. Before you start padding things, 
make sure the dial is mechanically lined up at the band ends. If so, try 
bumping the IF freq up or down a few kc. If it's at 455, try peaking it at 
450, see if the tracking gets better or worse. If worse, try 460. You may be 
able to get it to groove without doing anything else. Time consuming, but 
all 65 year-olds require patience! 


gettin' closer myself, 


John, KE2ST 


Date: Fri, 14 Nov 1997 06:30:01 -0500 

From: polepeeg@aa4rm.radio.org (BA x-actions hr) 
To: boatanchors@theporch.com 

Subject: 500 BANG: dead-nuts fix 

Message-ID: <199711141130.GAA17611@aa4xrm> 


Son of: In-rush... 500 or Valiant 


First, I'm in total agreement that In-rush analysis is of little 
help if you're working against a short. 


My method to test this is remove the tubes, series a 200W bulb with 
primary & see what happens. 


NEXT, in-xrush 


Charles Josie K4LNL taught me this. In-rush is different every 
time you measure it & depends on the line sinusoid's pos'n when 
the switch is closed - if you start in a zero-crossing it's 
mimimun, on a peak it's maximum. I didn't read the ER art'l 

but assume the author noted peak in-rush has to be be measured on 
these maxima or readings don't count. 


Now things are much worse if the switching ‘stutters,' ie. the 
on-off-on cycle accidentlly goes fast. 


A back-em£ develops in the primary that can be anticoincident with 

the line when connection is ‘re-made.' That is, if the back-emf 

is on a neg. peak and the line is on a pos. - you get that Johnson 500 
BANG when the line ckt. comes back (500 has HV primary relay keyed 

by PTT - YOW!) 


So what to do? Picker X-ray solved this years ago. Light-footed techs 
were causing the in-rush BANG that's observed on the J500 ptt. 


Picker put a relay across the HV xfrmr's primary that was seriesed 
with the line thru a lo-resistance in-rush current limiting resistor. 


When primary voltage rises to relay pull-in V (8Qv or so on 110), 
the relay's contacts short the in-rush limit resistor. 


Simple, 2 parts, and a dead-nuts fix. 


rm 


PS My 500 runs two phased microwave oven xfxrmrs in that f-w HV supply spot. 
Those welded-core oven jobbies can be the worst bangers too / dunno 
how the ovens slo-start ‘em with triacs. 


Say this comes to mind... Like the children in "Grandma's Lye Soap," 
I haven't heard a BANG in years ! 


Date: Fri, 14 Nov 1997 13:32:23 +0100 

From: "Claudio Marchesini" <cmar@datamat.it> 

To: <boatanchors@theporch.com> 

Subject: Re: Rockwell Collins Mechanical Filters 
Message-ID: <199711141235 .NAA30074@star.flashnet.it> 


Yes, strange set of mechanical filters... 


Maybe, if I remeber right, such filters, with sharp bandwidth and Fc of 
10.2, 13.6 and 11 kc/s, located on VLF range, were suitable for OMEGA 
receiver equipments. 

OMEGA consists of eight ground-bases transmitting stations located 
throughout the world. 

Each of stations transmits a time-multiplexed signal of 10.2, 11.05, 11.33, 
13.6 kc/s and one additional frequency unique to each station. 

Signal filtering can be performed using analog bandpass filters like those. 


Like Loran-C, OMEGA navigation system was for position locating and as a 
source of time and frequency since 1968. 


It is similar in principle to Loran, but it measures phase differences 
between continuous-wave transmissions from pairs of transmitters, rather 
than time differences between pulsed transmissions, as the data from which 
to compute the user's position. It was the first world wide Radionavigaton 
system. 

With the Global Positioning System (GPS) being declared fully operational, 
the use of Omega has dwindled to a point that continued operation is not 
economically justified. 


All eight OMEGA stations NORWAY (A), LIBERIA (B), HAWAII (C), NORTH DAKOTA 
(D), LA REUNION (E) ARGENTINA (F), AUSTRALIA (G) AND JAPAN (H) around the 
world have permanently ceased to operate at 0300Z 30 SEPTEMBER 1997. 


73 de 

Claudio 

BA collector in Italy 
cmar@datamat.it 


Date: Fri, 14 Nov 97 14:17:38 UT 

From: "Paul Bernhard" <W2TU@classic.msn.com> 

To: boatanchors@theporch.com 

Subject: Gas pipe grounds 

Message-ID: <UPMAIL18.199711141418510403@classic.msn.com> 


Just a quick note on the NEC (National Electrical Code) 


Article 250-83 (a) - A metal underground gas piping system shall not be used 
as a grounding electrode. 
(in the code the word shall means mandatory not up to you.) 


Article 250-80 (b) - Other metal piping (gas,etc- my add) Interior metal 
piping that may become energized shall be bonded to the service equipment 
enclosure ("Your breaker box"). 


There is a difference between grounding, grounded and bonding in the NRC. The 
bonding of the piping is to prevent it from becoming "hot" if a conductor 
touches it or an appliance has a fault to ground and the pipe would then be a 
hazard. 


Paul W2TU@msn.com 


Date: Fri, 14 Nov 1997 08:20:58 -0600 

From: David Meitzen <dmeitzen@champion.aclic.com> 
To: boatanchors@theporch.com 

Subject: Collins 75A4 FS 

Message-ID: <346C5E4A.1D15@aclic.com> 


Collins 75A4 in CCA Very Good condition. 

2 filters 3.1 khz and 500HZ CW filter. 

Standard knob (not 4:1) 

Includes a Wayne Spring 270G-2 speaker which is identical to the 
Collins original. I have $200 in the speaker. The 75A4 has a extra hole 
in the rear. It was patched well enough that I did not notice it when I 
bought the unit. 

Looks like a BNC was mounted for a IF panadaptor. Serial number 619. 
The unit has been aligned and works great. Front panel is perfect and 
the body has 

no scratches. It has some depressions in the crinkle but very minor. 
$950 -not bad = 


considering $200 in speaker and CW filters are selling for $200. And as = 


always if you don=92t like it I will refund your money. U-ship 


Date: Fri, 14 Nov 1997 08:36:47 -0600 (CST) 

From: Mike Maloney <ac5p@ionet.net> 

To: boatanchors@theporch.com 

Subject: FS-Radio Handbook by E&E/1946 

Message-ID: <199711141436 .IAA17287@mail.ionet.net> 


Have an extra 10th edition Radio Handbook. Condition is excellent inside 
and out, about the best I've seen for a handbook of this vintage. 

Vy nice National Products catalog in the ad section of appendix. Asking 
$25 ppd. In case of multiple replys, I'll choose the one giving best 
reason why they would want it. I'll allow 24hrs from post for replys to 
give more a chance at it. 


73, Mike ac5p 
PO Box 33 
Bartlesville,OK 74005 


Date: Fri, 14 Nov 1997 08:39:50 -0600 (CST) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: John Kolb <jlkolb@cts.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Rockwell Collins Mechanical Filters 

Message-ID: <Pine.ULT.3.96.971114083852 .2016D-100000@admin. aurora. edu> 


On Thu, 13 Nov 1997, John Kolb wrote: 


A strange set of filters - 
Center freq 10.20 kHz 0.016 kHz @ -3 db, 1.30 kHz @ -60 db 


> 526 8464 020 
Center freq 11.33 kHz 0.016 kHz @ -3 db, 1.30 kHz @ -60 db 


> 526-8464-030 
Center freq 13.60 kHz 0.016 kHz @ -3 db, 1.30 kHz @ -60 db 


VV VV VV VV 


Those are OMEGA navigation frequencies. 


UFO's are real! (It's the Air Force that does not exist) 
E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Date: Fri, 14 Nov 1997 08:56:39 -0600 

From: David Meitzen <dmeitzen@champion.aclic.com> 
To: boatanchors@theporch.com 

Subject: 1200 watt Linear FS 

Message-ID: <346C66A6.3580@aclic.com> 


Yeasu 2100B Linear Amp. Dual 572B=92s 

1200 watts PEP. Two spare finals included. 

Unit is in excellent condition. I have $450 

in the Amp and $125 in the spares. I will 

sell for $550. And as always if you don=92t like 
it I will refund your money. U-ship 

Regards 

Dave 


Date: Fri, 14 Nov 1997 10:09:33 -0500 

From: Roy Morgan <morgan@speckle.ncsl.nist.gov> 

To: jkh@lexis-nexis.com (John Heck), boatanchors@theporch.com 
Subject: Will Work for Artical from Radio Age(Aug. 1993) 
Message-ID: <3.0.32.19971114100932 .00b926e8@speckle.ncsl.nist.gov> 


>From: jkh@lexis-nexis.com (John Heck) 

>To: boatanchors@theporch.com 

>Subject: Will Work for Artical from Radio Age(Aug. 1993) 

>Message-ID: <9711131802.AAQ2599@beans. lexis-nexis.com> 

> 

>Folks, 

>I am looking for someone who will copy an article from Radio Age's August, 
1993 

>issue. 

>...a Capacitor leakage tester and reformer. 


John and other Anchorites: 


Radio Age is the monthly news letter of MAARC, The Mid-Atlantic Antique 
Radio Club. It was formerly published privately, and until MAARC took it 
over, the clubs news letter was called The MAARC Newsletter. All back 
issues of both titles, and a recently updated index are available from: 


Barry Zimmerman, barryz@oasys.dt.navy.mil 


Keep em Glowing! 
Roy, KILKY since 1959 


-- Roy Morgan/Building 820, Room 562/Gaithersburg MD 20899 
National Institute of Standards and Technology 
301-975-3254 Fax: 301-948-6213 morgan@speckle.ncsl.nist.gov -- 


Date: Fri, 14 Nov 1997 10:11:00 -0500 (GMT-0500) 
From: L & M <toneri@ils.net> 

To: fritsche@classic.msn.com 

Cc: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Valiant Blowing Fuses/Mike 

Message-ID: <199711141511.KAA17513@server1.ils.net> 


At 12:07 AM 11/14/97 UT, Allan Fritsche wrote: 


>The real culprit in the Valiant is the 866 rectifiers, If you turn it side 
>ways 

>to troubleshoot, it will always blow a fuse. Keep it level and wait for a 
>while then turn on power and then wait for ten minutes to let the mercury 
>dispurse (Spelling). Hit the Man key and it should Flame.. 

>Man do I like that flame.. 

>If it still blows the fuses, then look real close on the top of the 866's 
>Rectifiers.. Do you see a flaking or carbon track... If so , replace. 


Al replace those 866 tubes with either 3B28 tubes or (shudder)solid state 
devices, and you will never have that flashover problem again. I have one 
Valiant with solid state plug-ins and the other Valiant has 3B28 tubes in 
it. I did the same with my Thunderbolt, Courier, 6N2 Thunderbolt and my now 
sold Invader 2000. 866 tubes are just a plain pain in the butt. 

73...Mike VE3FGU 

KK IIA KI KKK KIKI IKK KIKI III IKK III IKI KIKI IKI KIKI III IIIA IK KK 

Mike & Lynda Toneri E-mail: toneri@ils.net 

Keswick, Ontario 

WEBPAGE: http://www. geocities.com/heartland/meadows/8218 

KKK IIA KKK KIKI IK IKK KIKI III KK III IKI KIKI IIIA III III KIKI IIIA 


Date: Fri, 14 Nov 1997 09:38:30 -0800 

From: Brian.Harris@sv.sc.philips.com (Brian Harris) 
To: boatanchors@theporch.com 

Subject: Johnson fusing, etc. 

Message-ID: <Q00736C1.1914@svlima.sv.sc.philips.com> 


This thread on in-rush and fusing for the Valiants and 500's, of which I have 2 
& 3, respectively, is timely, but not because I am having trouble with them. 
Rather, I am having trouble with my Johnson KW. It is more than occasionally 
violent blowing a 20A fuse when I apply power to the plate transformer primary. 
You should hear the sound and see the light show. This has only occurred when 
the transmitter is in the high power (high voltage) position. 


Mind you, the documentation for the KW does not show any fusing in the plate 
transformer primary circuit (Earth to Johnson). Some(wise)one choose to add one 
20A fuse in the plate circuit and another 5A fuse elsewhere. These fuse are on 
the rear power panel, where they should have been in the first place. I am 
curious if any list members have similar modifications (I assume these are owner 
mods rather than factory mods). 


Other than the added fuses, there are two other known modifications to this 
transmitter. The 872s (and their filament transformer) have been removed and 
solid state rectifier blocks are in their place. This was done before I 
obtained the transmitter. A modification I did was to replace the dry relay in 
the plate transformer primary with a mercury wetted relay. This was because the 
original relay contacts were pretty well burned up. I understand this is a 
common problem with these transmitters. 


When the 20A fuse doesn't blow upon application of AC power to the plate 
transformer, the transmitter cruises along with no problem. This makes me think 
the fuse is blowing when I happen to hit the peak of the sine wave. Marty's 
suggestion of the well known relay-stepped introduction of voltage to the 
primary may be just the trick, although the negative temperature coefficient 
resistors seem very inviting due to their simplicity. 


Any thoughts or experience along these lines will be greatly appreciated. 


Brian Harris WA5UEK 


Date: Fri, 14 Nov 1997 07:56:42 CST 

From: jackiv@juno.com (John M Iverson) 

To: <boatanchors@sco.theporch.com> 

Subject: tube socket assembly 204A 

Message-ID: <19971114.075808.3470.0.jackiv@juno.com> 


I need a socket assembly for a 204A tube, this is the two piece one, one 

end to hold the plate cap, the other to grip the base. this base is a 

blade in the center and two round pins on each side. also fits 860, etc. 
any help will be appreciated. 73 jackiv@juno.com 

Jack Iverson KOEWU jackiv@juno.com RCA QCWA ARCI- IEEE,LM ARRL 


Date: Fri, 14 Nov 1997 11:04:24 -0500 (EST) 

From: "P. J. Rovero" <provero@connix.com> 

To: boatanchors@theporch.com 

Subject: Mil-Spec Clevite Ceramic Filters 

Message-ID: <Pine.BSI.3.95.971114110241 .23375A-100000@comet.connix.com> 


A thread here and/or R390 reflector about one 

R390A contractor going even farther in cost reduction 
by substituting these for the mechanical filters has 
sensitized me to the subject.... 


Working on a mid-60's Sylvania HF SS-BA, and found 
three of them (Clevite ceramic filters) in the 455 KHz 
second IF. These are about half the length and half 
the diameter of the much larger cylindrical Collins 
mechanical filters that are in the ISB module that 
more or less parallels the second IF. 


So it appears the Clevites were "mil-spec" for some 


applications 

P. J. "Josh" Rovero email: provero@connix.com 
Oceanographer work: rovero@sonalysts.com 
Meteorologist radio: KK1D 

Curmudgeon at Large web: http: //www.connix.com/~provero/ 


Date: Fri, 14 Nov 1997 11:07:34 -0500 

From: 4CX250B@miavx1.acs.muohio.edu 

To: boatanchors@theporch.com 

Subject: Re: HRO-500 product detector woes 
Message-ID: <v03102801b09222470faf@[134.53.5.143]> 


>Dear Jim: 
> 


>.... One of the problems I and others 

>have had with that radio is that the LC passbands are not symmetrical, 
>and aligning them without a sweep generator is a bit rough. I have done 
>it with a good signal generator and gotten good, but not perfect, results. 
>There remains a difference in audio between upper and lower sideband, 

>but not as bad as it was when I first got the radio, 

> 

> 

>73, Stan W2ST 


Thanks for your note, Stan. Yes, the LC passbands show about 6db of ripple, 
even when properly aligned. I used an HP sweep generator with mine, 
although I agree that a sweeper isn't really necessary. 


One problem that contributes to the asymmetry you observed between USB and 
LSB is unrelated to the filter alignment. On my HRO-500, I notice that an 
unmodulated carrier peaks up at a slightly different frequency when using 
the AM detector than when using the product detector. In other words, if I 
tune in a carrier on AM for maximum S-meter reading, and then switch over 
to SSB, I find that the carrier isn't zero-beat, but is about 1500Hz off. 
Initially, I thought one of the 230kHz interstage transformers must be 
misaligned. After some detective work, however, I concluded that the 
problem is actually excessive coupling between the AM detector and the 
product detector, leading to a double-humped response in the passband of 
the product detector and AM transformers. 


Since the AGC (and s-meter) circuit is driven by the AM detector output, 
even when listening to SSB, this double-humped response introduces an 
apparent asymmetry into the passband of the entire receiver, which is most 
noticeable on SSB. In effect, it makes USB signals sound slightly different 
from LSB signals and accentuates the apparent passband ripple in the 2kHz 
LC filters. In actuality, of course, it hasn't anything to do with the 
passband ripple. 

I haven't tried to tackle this "problem," which is so minor that it doesn't 
really affect the use of the receiver. However, if I get adventuresome, 
I'll start by reducing the 15pF pick-off cap (which feeds 230kHz IF to the 
product detector) to, say 5pF to see if that reduces the loading. 


73, 


JIm Garland W8ZR 


Date: Fri, 14 Nov 1997 11:33:35 -0500 


From: "john hart" <wa2hwj@worldnet.att.net> 
To: <boatanchors@theporch. com> 

Subject: Antenna Tuners 

Message-ID: <19971114163735 .AAA22427@default> 


I have a couple of vintage antennas tuners that are taking up space: 

1) Harvey-Wells "Z Match", rackmounted on a steel panel. The original front 
panel is missing. All other parts are there. I have a copy of a QST article 
that describes the unit, including theory and schematic....$45.00 

2) UNIQUE Wire Tuner...top of case has some corrosion/holes from the 
orignal owner. He used it in his car with his CB (!). Roller coil, variable 
capacitor and turns counter intact, as is the front/rear panel...$25.00 
Shipping extra. 73, Jack, WA2HWJ, New Jersey (tel# 973-927-7784) 


Date: Fri, 14 Nov 1997 10:45:09 -0600 

From: "Buzz (Wayne) Harrah" <wayne.harrah@mci.com> 
To: BoatAnchor Reflector <BoatAnchors@theporch. com> 
Subject: URL NOT FOUND 

Message-ID: <346C8015.732D@mci.com> 


Hi, 


Was reading a post the other day from Morris, vk3doc, and tried to find 
the URL he described as follows: 


> You'll need a mop for the saliva. 


He states it has lots of pictures of (I believe) O'scopes and other 
stuff. 


The URL was listed as: http://margo.student.utwente.n1/~wel/collect.htm 
I get a URL NOT FOUND raspberry from the browser. 


Did anybody else get the same nasty-gram as me? Did I do something 
wrong? 

Buzz, keOQms 

KA KKI KKK KKK III KKK KAI AKIRA IK 

* 'Buzz' (Wayne) Harrah (keOms)* 

* mailto:Wayne.Harrah@mci.com * 

* 1-800-728-7000, ext. 2096 x 

KK AI KK KKK KAI IKI KK KIKI KKK IKI IK 

proverb: "Some questions are unanswerable; some answers are 
questionable." 


Date: Fri, 14 Nov 97 13:31:04 CST 

From: FPorzelt@seic.com 

To: <boatanchors@theporch. com> 

Subject: Johnson Viking Adventurer 

Message-ID: <vines.dYg8+Kf£6PoBQ@WAYNE .SEIC.COM> 


Greetings all! 

I was lucky enough to pick up a Viking Adventurer CW XTAL controlled 
transmitter at our club auction this past weekend. Presume this a 
novice-type transmitter. Unfortunately, no manual. And of course the rig is 
"untested". Might anyone have a manual or a copy they'd be able to part 
with? I'd pay reasonable costs, of course. 

There is a socket for VFO on the front panel and a (power?) socket on 
the back which would mate with a Heathkit HG10B VFO I have - could I use 
these together? 

What years were these Adventures produced - does 1954 sound right? 
What final tube(s) does it use (so I can try to pick a couple up). Any tips 
or other info would also be gratefully received. Thanks for reading this 
and have a great weekend. 73 
Fred KB9MVU 
Fred Porzelt 
SEI Capital Resources 
312.460.2497 Voice / 312.460.2555 Fax 
fporzelt@seic.com 


Date: Fri, 14 Nov 1997 09:31:43 -0800 (PST) 

From: Ken Gordon <keng@uidaho.edu> 

To: boatanchors@sco.theporch.com 

Subject: PRO-310... 

Message-ID: <Pine.BSF.3.95.971114092946 .7369N-100000@piobaire.mines.uidaho.edu> 


Anyone know anything about this Hammerlund beast? 

I was looking through my 1956 ARRL handbook and saw it in an advertisment. 
Impressive looking thing, but I have heard absolutely NOTHING about it on 
this list. 


Was it ever actually in production? 


Ken W7EKB 


Date: Fri, 14 Nov 1997 12:56:47 -0500 

From: Charles Ring <charlesr@infonline.net> 
To: boatanchors@theporch.com 

Subject: Re: Johnson Viking Adventurer 
Message-ID: <346C90DF.487A@infonline.net> 


FPorzelt@seic.com wrote: 


> 

> Greetings all! 

> I was lucky enough to pick up a Viking Adventurer CW XTAL controlled 
> transmitter at our club auction this past weekend. Presume this a 

> novice-type transmitter. Unfortunately, no manual. And of course the rig is 
> "untested". Might anyone have a manual or a copy they'd be able to part 

> with? I'd pay reasonable costs, of course. 

> There is a socket for VFO on the front panel and a (power?) socket on 
> the back which would mate with a Heathkit HG10B VFO I have - could I use 

> these together? 

> What years were these Adventures produced - does 1954 sound right? 

> What final tube(s) does it use (so I can try to pick a couple up). Any tips 
> or other info would also be gratefully received. Thanks for reading this 

> and have a great weekend. 73 

> Fred KB9MVU 

Se Sh ee nce Seer ies ean ot ee ne 

> Fred Porzelt 

> SEI Capital Resources 

> 312.460.2497 Voice / 312.460.2555 Fax 

> fporzelt@seic.com 


I used one of those as a novice in 1963/64. It uses an 807 final for 50 
watts input and I think the oscillator is a 6CL6. The meter on it tends 
to fail. Mine is near-forgotten in the basement but most likely I have 
the manual at home. That socket on the back is for a screen modulator - 
I don't remember if you can power a VFO from it. 


Give me your address and I'll send you a copy of the manual no charge. 


73 de W3NU, formerly WN8JFT, WA8VNU, and WA3PCJI 


Date: Fri, 14 Nov 1997 12:57:40 -0800 

From: "Mike B. Feher" <n4f£s@monmouth.com> 

To: <keng@uidaho.edu>, "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: PRO-310... 

Message-ID: <199711141757 .MAA29567@shell.monmouth. com> 


Ken & group - 


Yes it was in production and I have seen several of them, they were 
different, that is for sure. Probably did not make too many. Never did own 
one however. 73s - Mike 


Mike B. Feher, N4FS 
89 Arnold Blvd. 
Howell, NJ, 07731 
732-901-9193 


Date: Fri, 14 Nov 97 10:07:19 PST 

From: Jay Coward <jayc@hpcmrd42.sj.hp.com> 

To: baswaplist@foothill.net 

Cc: boatanchors@theporch.com 

Subject: Tubes and parts WTB 

Message-ID: <9711141807 . AAO08363@hpcmrd42.sj.hp.com> 


Greetings to all, 

Recent aquisitions have brought me in need of 
three 801's and the 'Dial Lights' knob and pot 
for a BC-348-M. 

Still desparately seeking the junction box for 
the GF-11/RU-16 set. 

Now that the rainy season is upon us here on 
the centrl coast of California,I hope to get a 
handle on the backlog of projects instead of 
spending my weekends half-heartedly doing yard work! 
73 Jay 


Date: Fri, 14 Nov 1997 13:02:55 -0500 

From: RSOLOMON@systems.TEXTRON.COM 

To: " - (052) boatanchors(a)sco.theporch.com" 
<boatanchors@sco.theporch. com> 

Subject: PRO-310 Revisited 

Message-ID: <0034100001442067000002L072*@MHS> 


I remember owning one of these many years ago. Now this was a B/A 
worthy of the name. Large, Heavy (very!!) and Black. Used a 
rotary drum scale coupled with chain drive to band selector. 

If I remember correctly, I still have a copy of the schematic 
somewhere, done on that old "wet style" paper. Don't recall who 
got it from me, but I think I paid $10 for it !! Now that was 


a while ago. 
If anyone needs a copy of the schematic, I'll try to find it. 


73, Dick, W1KSZ 
rsolomon@systems.textron.com 


End o£ BOATANCHORS Digest 1774 
KKKKKKKKKKKKKK KAKI KKK KK 


>From ???@??? Sat Nov 15 01:18:37 1997 

Message-Id: <199711142056.0AA19952@sco.theporch. com> 
Date: Fri, 14 Nov 1997 14:56:57 CST 

Subject: BOATANCHORS digest 1775 


BOATANCHORS Digest 1775 
Topics covered in this issue include: 


1) Re: URL NOT FOUND fixed 
by "Buzz (Wayne) Harrah" <wayne.harrah@mci.com> 
2) Re: PRO-310... 
by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
3) Re: PRO-310... 
by polepeeg@aa4rm.radio.org (BA x-actions hr) 
4) Johnson Viking Adventurer 
by Roy Morgan <morgan@speckle.ncsl.nist.gov> 
5) Re: URL NOT FOUND or something! 
by MRogers726@aol.com 
6) Heath TT-1 Tubetester 
by Larry Wolken <rhys@ix.netcom.com> 
7) Help with Collins transformer 
by Sindre Torp <sindtorp@online.no> 
8) Thanks to (who?) for the repair tip! 
by "Ian Abbott" <ian@gene.COM> 
9) RT-662/GRC-106 FS 
by "Joseph W. Pinner" <kc5ijd@sprintmail .com> 
10) Re: PRO-310 Revisited 
by jackiv@juno.com (John M Iverson) 
11) jackiv@JUNO.COM (John M Iverson): tube socket assembly 204A 
by jackiv@juno.com (John M Iverson) 
12) PRO-310... 
by Ken Gordon <keng@uidaho.edu> 
13) tempo-one "s" meter 
by jackiv@juno.com (John M Iverson) 
14) Re: PRO-310 Revisited 
by Stanley Wilson <microres@crl.com> 


15) Viking Adventurer/treason 
by MNHopkins@aol.com 
16) Dynamic Sciences 
by ALanger394@aol.com 
17) Fort Wayne Junque 
by "Tony" <tony@bright.net> 
18) Re: Thanks to (who?) for the repair tip! 
by MStud26073@aol.com 
19) RE: Thanks to (who?) for the repair tip! 
by Ed Sieb <esieb@gmsiworld.com> 
20) RE: Thanks to (who?) for the repair tip! 
by "R. C. Force" <bhabooks@together.net> 
21) Oath of Secrecy 
by k5wq@juno.com (Stan Gilstrap) 
22) Re: PRO-310 Revisited 
by jackiv@juno.com (John M Iverson) 
23) RE: My CQ Surplus Manual query in BA Digest #1772 
by "Herbert M. Rosenthal" <herbrose@lobo.net> 
24) new stuff - looking for manual copies, etc. 
by Pete McCollum 14-Nov-1997 1724 -0700 <mccollum@ssdevo.ENET.dec.com> 
25) TBX-2 wanted 
by "Joseph W. Pinner" <kc5ijd@sprintmail .com> 
26) RE: Thanks to (who?) for the repair tip! 
by Mike Maloney <ac5p@ionet.net> 
27) Jerry Solomon's email addr. 
by "al parker" <al_parker@kacc.com> 
28) Tampa Hamfest 
by "Manuel W4SSB" <mmaseda@gte.net> 
29) RE: Thanks to (who?) for the repair tip! 
by "Roberta J. Barmore" <rbarmore@indy.net> 
30) KW Matchbox Relay FS/Trade 
by gcr2@po.CWRU.Edu (George C. Rybicki) 
31) Re: Thanks to (who?) for the repair tip! 
by Al Klase <skywaves@bw.webex.net> 
32) "new" R390A 
by laffitte@prtc.net (laffitte) 
33) 2 MTR. AM Fun......... 
by "Robert S. Ross" <radiorob@serix.com> 
34) need SX101 power xfxrmr 
by "al parker" <al_parker@kacc.com> 


Date: Fri, 14 Nov 1997 12:15:30 -0600 

From: "Buzz (Wayne) Harrah" <wayne.harrah@mci.com> 

To: "P. J. Rovero" <provero@connix.com>, Tom Bryan <tbryan@nova.org>, 
"Greg Parsons A.K.A. Rat" <gregp@mis.net> 

Cc: BoatAnchor Reflector <BoatAnchors@theporch. com> 


Subject: Re: URL NOT FOUND fixed 
Message-ID: <346C9542.1FBC@mci.com> 


P. J. Rovero (et.al.) wrote: 
> 
> try nl (november lima) vice n1 (november one). 


DUH! don't I feel dumb... Oh, well, now to put the bib back on, as I 
dont' have a mop bucket around here.... Thanx for the SEVERAL kind 
replies I got that found my GOOF in reading/retyping. (honest, it 
REALLY LOOKED like a 1, when in fact it was an 1. Maybe I need to make 
my font size bigger...) Now I know why I am becoming interested in 
TUBES! 

Buzz, keOms 

KK KKIK KIKI KAI IKI KIKI KIKI RIK 

* 'Buzz' (Wayne) Harrah (keOms)* 

* mailto:Wayne.Harrah@mci.com x* 

* 1-800-728-7000, ext. 2096 x 

* V820-2096 * 

KKK KIKI IIIA II KIRK KAI RIK 

proverb: "Some questions are unanswerable; some answers are 
questionable." 


Date: 14 Nov 1997 13:16:14 -0600 

From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

To: boatanchors@sco.theporch.com 

Subject: Re: PRO-310... 

Message-ID: <1997Nov14.131615-0600@spike.vuse. vanderbilt. edu> 


In <Pine.BSF.3.95.971114092946.7369N-100000@piobaire.mines.uidaho.edu>, Ken Gordon 
wrote: 
>Anyone know anything about this Hammerlund beast? 
> 
>I was looking through my 1956 ARRL handbook and saw it in an advertisment. 
>Impressive looking thing, but I have heard absolutely NOTHING about it on 
>this list. 
> 
According to Moore, it was built 1955-57, cost $495. Six band, double 
conversion, 1802 and 52 kHz IFs, L/C filter, 13 tubes, turret 
bandswitch. Only one production run of 1000 rxs. 

73 A. B. Bonds 


Date: Fri, 14 Nov 1997 14:28:15 -0500 

From: polepeeg@aa4rm.radio.org (BA x-actions hr) 
To: keng@uidaho.edu 

Cc: boatanchors@theporch.com 

Subject: Re: PRO-310... 

Message-ID: <199711141928.0AA18158@aa4xrm> 


Ken I've got one - love the appearance!!! 
Looks like it'd be right at home in the club car on the Burlington Zephyr! 


Has turret out of SP600 but 1 RF. Two deck sections act a double- 
tuned RF amp input ckt! 


Goofy but great to see. 


Marty 


Date: Fri, 14 Nov 1997 14:53:27 -0500 

From: Roy Morgan <morgan@speckle.ncsl.nist.gov> 

To: FPorzelt@seic.com, boatanchors@theporch.com 

Subject: Johnson Viking Adventurer 

Message-ID: <3.0.32.19971114145326 .00b84bd8@speckle.ncsl.nist.gov> 


>From: FPorzelt@seic.com 
>Greetings all! 
> I was lucky enough to pick up a Viking Adventurer CW XTAL controlled 
>transmitter 

....a (power?) socket on 
>the back which would mate with a Heathkit HG10B VFO I have - could I use 
>these together? 


BEWARE, BEAWARE. 

While trying to run a Heath VF-1 with an Adventurer, I found that the 
connections on the HEATH cable shorted out one of the two series filter 
caps in the transmitter, causing the OTHER cap to blow up. 

Check your interconnections very carefully. 

Keep em Glowing! 


Roy, KILKY since 1959 


-- Roy Morgan/Building 820, Room 562/Gaithersburg MD 20899 
National Institute of Standards and Technology 


301-975-3254 Fax: 301-948-6213 morgan@speckle.ncsl.nist.gov -- 


Date: Fri, 14 Nov 1997 14:56:53 -0500 (EST) 
From: MRogers726@aol.com 

To: wayne. harrah@mci.com 

Cc: boatanchors@theporch.com (oldtuberadios) 
Subject: Re: URL NOT FOUND or something! 
Message-ID: <971114145652_-1743546736@mrin39> 


In a message dated 97-11-14 12:19:13 EST, you write: HOW IN !@#$ DID I GET 
YOUR MESSAGE?? good thing you wern't talking to (xxxxxxxx)!! good ol AOL 
strikes again. Michael 


<< bj: URL NOT FOUND 

Date: 97-11-14 12:19:13 EST 

From: wayne.harrah@mci.com (Buzz (Wayne) Harrah) 
Sender: owner-boatanchors@theporch.com 

Reply-to: wayne. harrah@mci.com 


To: boatanchors@theporch.com (Old Tube Radios) 

Hi, 

Was reading a post the other day from Morris, vk3doc, and tried to find 
the URL he described as follows: 


> You'll need a mop for the saliva. 


He states it has lots of pictures of (I believe) O'scopes and other 
stuff. 


The URL was listed as: http://margo.student.utwente.n1/~wel/collect.htm 
I get a URL NOT FOUND raspberry from the browser. 


Did anybody else get the same nasty-gram as me? Did I do something 
wrong? 

Buzz, keOms 

>> 


Date: Fri, 14 Nov 1997 14:17:04 -0600 (CST) 
From: Larry Wolken <rhys@ix.netcom.com> 
To: boatanchors@theporch.com 


Subject: Heath TT-1 Tubetester 
Message-ID: <1.5.4.16.19971114151629 .193f03ca@popd.ix.netcom.com> 


Recently acquired this fine, rather large tester. It it is a true "mutual 
conductance" tester and looks to be very robust in construction and well 
thought out in the engineering department with its own built in calibration 
functions. 


I was talking to Bill Waters, our local tubetester guru, and he said that 
yes they were indeed very well made but seem to have this fatal flaw that in 
some ranges they are just not accurate and never were, even when calibrated 
by the book. 


He and I both were wondering if anyone has come up with a cure for this 
tubetester virus. Bill seemed to think that if it were simply calibrated a 
bit differently that it could be made to perform within spec, but no one has 
come up with a procedure as yet. 


Anyone have any ideas on a way to bring this wonderful tubetester back to 
better usefulness??? 


Thanks 
Larry Wolken N30JD 


Date: Fri, 14 Nov 1997 21:31:45 -0800 

From: Sindre Torp <sindtorp@online.no> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Help with Collins transformer 
Message-ID: <346D33C1.79C8@online.no> 


Hello group, 


I have a large, never used transformer made for some kind of Collins 
gear. But for which? Here's what printed on it: 


Collins no. 662-0434-00 
Freed Transformer Co. Inc. 
Brooklyn New York 

Freed no. 37724 


Thanks in advance for all help! 
73, 


Sindre Torp, LA60P 
Norway 


sindtorp@online.no 


Date: Fri, 14 Nov 1997 12:41:45 -0800 

From: "Ian Abbott" <ian@gene.COM> 

To: boatanchors@theporch.com 

Subject: Thanks to (who?) for the repair tip! 
Message-ID: <9711141241.ZM19971@emerald.gene.com> 


Hello- 


I picked up a great tip about replacing components here on the list 
the other day, but I don't know who to thank. 


Someone described a slick technique for replacing resistors, caps, 
and other components with axial leads: Instead of trying to un-solder the 
original component's connections, simply cut the original component's leads 
as close to the original component as possible. The leads of the new 
component can be wound around any handy piece of wire to make two small 
"coils" which you can then slide over the ends of the original component's 
leads and solder. 


I used this technique last night to replace a bunch of nasty old 
wax-dipped paper caps in one of my radios with new Orange Drops. (Some of 
these old caps seemed to have been running hot from leakage current- there 
were "boogers" of melted wax beneath them inside the radio. Yuck.) 


The technique worked like a charm- no hassles trying to de-solder 
connections to lugs or wrestling with wires that are wrapped tight around a 
delicate lug. I used the xtiniest* little allen wrench I have- something 
close to 18 ga wire- as a "coil form" after eyeballing the lead length that I 
needed. 


I think the person who posted this technique said they learned it in 
the service. Heck, everybody else probably already knew this trick, but it 


was new to me and I think it's great. 


I tip my Boatanchor cap to someone on this list and the list in 
general- thanks! 


IEA 


Tan E. Abbott KC6UPT ian@gene.com  http://www.wenet.net/~planenut 
This is a *personalx message which does xnotx represent my employer. 


Date: Fri, 14 Nov 97 14:54:00 -0500 

From: "Joseph W. Pinner" <kc5ijd@sprintmail .com> 
To: "Boatanchor 1" <boatanchors@theporch.com> 
Subject: RT-662/GRC-106 FS 

Message-ID: <199711142045 .MAA25332@mailgate32> 


RT-662/GRC-106 HF set rec/exciter part of GRC-106 
very good condition. working. $ 285.00 


Plus shipping. 
73 


Joseph W Pinner 

Lafayette, LA 

KC5IID 

EMail: kc5ijd@sprintmail.com 


Date: Fri, 14 Nov 1997 13:16:16 CST 

From: jackiv@juno.com (John M Iverson) 

To: RSOLOMON@systems.TEXTRON.COM 

Cc: <boatanchors@sco.theporch. com> 

Subject: Re: PRO-310 Revisited 

Message-ID: <19971114.131950.11846.8.jackiv@juno.com> 


Hi The PRO-310 is a real boatanchor, the dial drive uses a lead screw 
as in a lathe hotizontal feed. I rebuilt one of these a few years ago 
without a manual really got a lesson on synchronising the two lead 
screws. If any one has one, please put a few drops of the old stand by, 
Marvel Mystery Oil on the shafts so the old grease does no turn to heavy 
wax.. 73 and have fun. JACK 

Jack Iverson KOEWU jackiv@juno.com RCA QCWA ARCI- IEEE,LM ARRL 


Date: Fri, 14 Nov 1997 13:02:58 CST 

From: jackiv@juno.com (John M Iverson) 

To: <boatanchors@sco.theporch.com> 

Subject: jackiv@JUNO.COM (John M Iverson): tube socket assembly 204A 


Message-ID: <19971114.131950.11846.6.jackiv@juno.com> 


Jack Iverson KOEWU jackiv@juno.com RCA QCWA ARCI IEEE,LM 
ARRL 
vote SS Begin forwarded message ---------- 
From: jackiv@JUNO.COM (John M Iverson) 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: tube socket assembly 204A 
Date: Fri, 14 Nov 1997 07:56:42 CST 
Message-ID: <19971114.075808.3470.0.jackiv@juno.com> 


I need a socket assembly for a 204A tube, this is the two piece one, one 

end to hold the plate cap, the other to grip the base. this base is a 

blade in the center and two round pins on each side. also fits 860, etc. 
any help will be appreciated. 73 jackiv@juno.com 

Jack Iverson KOEWU jackiv@juno.com RCA QCWA ARCI IEEE,LM ARRL 

the tube stated "860" is in error as Sandy pointed it to me, should have 

said "861". 


JACK iVERSON 


Date: Fri, 14 Nov 1997 13:29:39 -Q800 (PST) 

From: Ken Gordon <keng@uidaho.edu> 

To: boatanchors@sco.theporch.com 

Subject: PRO-310... 

Message-ID: <Pine.BSF.3.95.971114132839 .9906E-100000@piobaire.mines.uidaho.edu> 


thanks very much to all who responded to me on this subject. Sounds like 
it would be REALLY fun to own and operate. 


Ken W7EKB 


Date: Fri, 14 Nov 1997 13:27:50 CST 

From: jackiv@juno.com (John M Iverson) 

To: <boatanchors@sco.theporch.com> 

Subject: tempo-one "s" meter 

Message-ID: <19971114.133619.11846.10.jackiv@juno.com> 


Good day all My tempo-one rebuild project has an open meter. it is in 
the coil. does anyone have a good one?? thanks to all Jack 
Jack Iverson KOEWU jackiv@juno.com RCA QCWA ARCI- IEEE,LM ARRL 


Date: Fri, 14 Nov 1997 13:30:03 -0800 (PST) 

From: Stanley Wilson <microres@crl.com> 

To: John M Iverson <jackiv@juno.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: PRO-310 Revisited 

Message-ID: <Pine.SUN.3.91.971114132940 .13049A-100000@cr13.cr1.com> 


Marvel Oil - know a good source 
thanks de stan akOb 


Date: Fri, 14 Nov 1997 16:56:44 -0500 (EST) 

From: MNHopkins@aol.com 

To: FPorzelt@seic.com 

Cc: Boatanchors@theporch.com 

Subject: Viking Adventurer/treason 

Message-ID: <971114165644_2071280886@mrin40.mail.aol.com> 


Fred, 


As others will have told you, Johnson Viking Adventurer a simple, if 
slightly pricey MOPA with an 807 PA that arrived early in the Novice period. 
(Novice license first issued July 1, 1951). 


The Rippen book says 1954 but does not mention that they also came as 
kits. I have run one in the last 15 years on 20M after making a modification 
to let the oscillator run all the time. Alas did not keep the book but 
master oscillator/power amplifier circuits all much the same. 


HG-10 VFO is a grid blocker, by which I mean that it applies a negative 
voltage of about 100 to cut off stage keyed, but HG-10 book tells, or 
implies, how to defeat this feature so could use it on the Johnson. 


Expect someone will offer a manual, but can help with anything else. 


73 de ab5l1, michael in dallas, student of Tecraft and International Crystal 
(ICM) ham products and mementoes of Six Meters' Golden Age: 1957-58 (p.s. 
there was a modfication for 6M, but we cannot talk about that here--too many 
purists.) 

MNHopkins@AOL.com 


Date: Fri, 14 Nov 1997 16:57:36 -0500 (EST) 

From: ALanger394@aol.com 

To: vss@mlist.access.digex.net 

Cc: boatanchors@theporch.com 

Subject: Dynamic Sciences 

Message-ID: <971114165735_-894886012@mrin53.mail.aol.com> 


Hi All 


I am trying to find the new contact details for the above company who are in 
California 


Directory Enquiries list the following numbers but when called a recorded 
anouncement 


indicates the number is disconnected 
818 887 9141 

818 718 3100 

Is anyone familiar with this company 
Any help Greatley appreciated 
Regards 


Allan 


Date: Fri, 14 Nov 1997 17:37:56 +0000 

From: "Tony" <tony@bright.net> 

To: boatanchors@theporch.com 

Subject: Fort Wayne Junque 

Message-ID: <199711142230.RAAQ6034@sparticus.bright.net> 


I hope to meet with some of you at the Fort Wayne, IN Hamfest 
tomorrow, November 15th. I will be at tables F209 & F210 with a 
genuine assortment of good junque, including Hallicrafters SX-28, 
S-20R, SX-25, and SX-18 fixer-uppers, a nice Collins R-648 and 
supply, and some other stuff. Stop by and smell the melted wax! 


713% 


Tony N8SNC 


Date: Fri, 14 Nov 1997 17:36:19 -0500 (EST) 

From: MStud26073@aol.com 

To: boatanchors@theporch.com 

Subject: Re: Thanks to (who?) for the repair tip! 
Message-ID: <971114173619_1548821510@mrin39> 


In a message dated 97-11-14 16:06:31 EST, ian@gene.COM writes: 


<< 
Someone described a slick technique for replacing resistors, caps, 

and other components with axial leads: Instead of trying to un-solder the 
original component's connections, simply cut the original component's leads 
as close to the original component as possible. The leads of the new 
component can be wound around any handy piece of wire to make two small 
"coils" which you can then slide over the ends of the original component's 
leads and solder. 

>> 
Howdee: 

Not in my radio you don't! Solder wick and lots of patience equals 

craftsmanship. 
I don't like my radios to have that "TV repair shop look". 


Back to hiding,73 Mike 
Student W7MS 


Date: Fri, 14 Nov 1997 18:03:11 -0500 

From: Ed Sieb <esieb@gmsiworld.com> 

To: "'MStud26073@aol.com'" <MStud26073@aol .com> 

Cc: "'BoatAnchors'" <boatanchors@sco.theporch.com> 
Subject: RE: Thanks to (who?) for the repair tip! 
Message-ID: <Q1BCF127 .935A04A0@dstephen. gmsiworld.com> 


Hi Mike, 

Mike, W7MS wrote: 

> Not in my radio you don't! Solder wick and lots of patience equals 
>craftsmanship. 

>I don't like my radios to have that "TV repair shop look". 


He's absolutely correct! Classic and vintage radios deserve respect and = 
a high caliber of craftsmanship when doing work on ‘em. I take my time = 
and restore any repairs to a "like-original-factory" condition, even = 


going to the trouble of "aging" the new solder connections. I use = 
authentic sleeveing, and other hardware as required. I try to use = 
Superior, or improved ( but authentic) components when doing repairs so = 
that the repaired component will hopefully outlast the radio its put = 
into. One can be a craftsman and a repairman, too! :-) 


73, de Ed VA3ES/VE2BAQ (that's Boat Anchor Quality) 


Ed Sieb, VA3ES esieb@gmsiworld.com 

P. O. Box 8377, Ottawa Terminal, Ottawa, Ontario, K1G 3H8 
613-738-8924 (H) 613-599-5161 (W) =09 

AMI #529 Canadian Division Director. 

Member - Radio Club of America, QCWA, AWA 

Net Manager - Canadian Boat Anchor Net (3745 Kcs) 


Date: Fri, 14 Nov 1997 23:15:52 +0000 

From: "R. C. Force" <bhabooks@together.net> 

To: boatanchors@theporch.com 

Subject: RE: Thanks to (who?) for the repair tip! 

Message-ID: <3.0.3.32.19971114231552 .006a6018@pop. together.net> 


At 18:03 11/14/97 -0500, you wrote: 

> 

>Hi Mike, 

>Mike, W7MS wrote: 

>> Not in my radio you don't! Solder wick and lots of patience equals 
>>craftsmanship. 

>>I don't like my radios to have that "TV repair shop look". 

> 

I even go so far as to split the cardboard tubes on the old paper 
Capacitors remove the paper and foil and put the new capacitor inside. I 
then seal the ends using wax so it looks like the orignal. I find that 
toilette bowl sealing wax is good for this. It is soft enough to mold and 
is almost the same color as the original. 


73, Rich, WB1ASL 


Date: Fri, 14 Nov 1997 18:53:40 EST 
From: k5wq@juno.com (Stan Gilstrap) 


To: boatanchors@sco.theporch.com 
Subject: Oath of Secrecy 
Message-ID: <19971114.175000.5263.3.k5wq@juno.com> 


Been reading Bobbi's reprint of Jones' The Radio Amateur Newcomer. 
Included in the 1935 FCC rules is paragraph 414: 


"414. Oath of secrecy.- Licenses are not 
valid until the oath of secrecy has been 
executed and the signature of the licensee 
affixed thereto." 


Anyone know what that one was all about? 


tnx de stan - K5wQ 


Date: Fri, 14 Nov 1997 15:55:50 CST 

From: jackiv@juno.com (John M Iverson) 

To: microres@crl.com 

Cc: <boatanchors@sco.theporch.com> 

Subject: Re: PRO-310 Revisited 

Message-ID: <19971114.155655.3542.1.jackiv@juno.com> 


best source that is common for the old boatanchor lube is KMART 

that is a good cure all, a high solvent lube with staying power. (marvel 
mystery oil) 

Jack Iverson KOEWU jackiv@juno.com RCA QCWA ARCI- IEEE,LM ARRL 


Date: Fri, 14 Nov 1997 17:13:46 -0600 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 

To: BoatAnchors <boatanchors@theporch.com> 

Subject: RE: My CQ Surplus Manual query in BA Digest #1772 
Message-ID: <346CDB28.7A2F@lobo.net> 


Good news: CQ Magazine has given me permission to copy and distribute 
the manual described in the above BA Digest! The project looks like a 
"go. 

So far I have about 12-13 requests in 2 days!. Where else can you find 
out what a RB5, a TB5, or a VRC is? Or, how many tubes in a CRC-7? 


Stay tuned. Read the BA description. 
Herb Rosenthal W5AN 


Date: Fri, 14 Nov 97 17:24:39 MST 

From: Pete McCollum 14-Nov-1997 1724 -0700 <mccollum@ssdevo.ENET.dec.com> 
To: us3rmc"boatanchors@theporch.com"@us3rmc.cxo.dec.com 

Subject: new stuff - looking for manual copies, etc. 

Message-ID: <9711150024.AA14279@us3rmc.cxo.dec.com> 


New acquisitions: 


A really nice BC-223-AX xmtr, with a TU-17A (2000-3000KC) plugin with 
matching serial, two freq. charts (matching), looks unused, but is missing 
all the tubes (VT-63 X 3, VT-62 X 2). Also has the FT-173 shockmount. 

I am interested in trading for the missing tubes. 

I could also use a schematic/manual copy. 


A TBX-8 in really nice condition, missing the front cover/lid, missing 
both crystals inside; great condition otherwise. 
Anybody got a schematic/manual copy? Or a spare lid or crystal? 


62008 junction box for RU-16. 


Thanks for any help/comments on the above stuff, 
Pete 


Date: Fri, 14 Nov 97 18:55:36 -0500 

From: "Joseph W. Pinner" <kc5ijd@sprintmail .com> 

To: "Boatanchor 1" <boatanchors@theporch.com>, "Mil List" <milcomm@qth.net> 
Subject: TBX-2 wanted 

Message-ID: <199711150047 .QAA10112@mailgate32> 


Looking for a TBX-2. 

Have items to trade or $$. 
73 

Joseph W Pinner 

Lafayette, LA 


KC5IJD 
EMail: kc5ijd@sprintmail.com 


Date: Fri, 14 Nov 1997 18:48:01 -0600 (CST) 

From: Mike Maloney <ac5p@ionet.net> 

To: esieb@gmsiworld.com 

Cc: boatanchors@theporch.com 

Subject: RE: Thanks to (who?) for the repair tip! 
Message-ID: <199711150048.SAA22122@mail.ionet.net> 


>> Not in my radio you don't! Solder wick and lots of patience equals 
>>craftsmanship. 

>>I don't like my radios to have that "TV repair shop look". 

> 

>He's absolutely correct! Classic and vintage radios deserve respect and a 
high caliber of craftsmanship when doing work on ‘em. I take my time and 
restore any repairs to a "like-original-factory" condition, even going to 
the trouble of "aging" the new solder connections. I use authentic 
sleeveing, and other hardware as required. I try to use Superior, or 
improved ( but authentic) components when doing repairs so that the repaired 
component will hopefully outlast the radio its put into. One can be a 
craftsman and a repairman, too! :-) 


I guess it all depends on whether you want a radio that works well electrically, 
or one that looks good on the underside. 


For those who like the wiring to look good, how do you display it where it can 
be admired? 


Date: Fri, 14 Nov 97 16:20:50 

From: “al parker" <al_parker@kacc.com> 

To: boatanchors@theporch.com 

Subject: Jerry Solomon's email addr. 

Message-ID: <9710148795 .AA879553250@ccuucp.kacc.com> 


Jerry, 

Please send me your email address & I'll tell you how I lost it, 
plus why I just got your 8/5 phone mail msg this week. Sorry I 
didn't get back to you. 


73, Al, W8UT al_parker@kacc.com 
Dublin, CA 


Date: Fri, 14 Nov 1997 20:10:54 -0500 

From: "Manuel W4SSB" <mmaseda@gte.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Tampa Hamfest 

Message-ID: <199711150115.TAA14594@smtp2.mailsrvcs.net> 


Any BA fans planning to attend the Tampa Hamfest next weekend? I have a 
load of stuff I'd like to give away. 


Manuel W4SSB 


Date: Fri, 14 Nov 1997 20:13:22 -0500 (EST) 

From: "Roberta J. Barmore" <rbarmore@indy.net> 

To: BA <boatanchors@sco.ThePorch. com> 

Subject: RE: Thanks to (who?) for the repair tip! 
Message-ID: <Pine.SUN.3.96.971114200203 .15070B-100000@indy2> 


Eeeeeeeek! 


All right, all right already, gang. Soldered joints of whatever sort 
fall into the category of “reversible mods!" 


The art of undoing a massive, solder-soaked knot is not an easy one to 
learn; all the harder when the same connection has some fragile 
cloth-covered wire hooked to it. It is *xnot*x neccessary to master it 
before attempting to get a good old radio running again. 


I happen to prefer undoing the old leads and redoing connections "like 
new," a method distantly akin to Hank van Cleef's "suddenly, it's 19nn!" 
approach. But if I run into a supertight corner, I'm not going to sneer 
at the snip & neatly splice method if it gets the job done. (Haven't yet 
but I haven't tackled the darker corners of the transmitter site SX-28 
yet, either). (Which remnds me--Hank, I finally do need your address). 


And it sure does pain me to see a fellow get tarred and feathered for 
fixing up a radio. The snip & splice method xdoesx leave the orginal 
connection nicely intact for the next owner to redo the set his way, 
should he happen to prefer otherwise. (Or xherx own way, of course!) 


73, 
- -Bobbi 


Date: Fri, 14 Nov 1997 21:10:40 -0500 (EST) 

From: gcr2@po.CWRU.Edu (George C. Rybicki) 

To: boatanchors@theporch.com 

Subject: KW Matchbox Relay FS/Trade 

Message-ID: <199711150210.VAA12359@piglet.INS.CWRU.Edu> 


I sold my Johnson KW matchbox some time ago. I have the original relay 
that I removed as used to be done when you used it with a transceiver. 

The relay is in very nice shape. Will sell for a good offer oe interesting 
trade. 73 George 


Date: Fri, 14 Nov 1997 21:51:43 -0500 

From: Al Klase <skywaves@bw.webex.net> 

To: esieb@gmsiworld.com 

Cc: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: Thanks to (who?) for the repair tip! 
Message-ID: <346D0E3F .849047E9@bw.webex.net> 


Anchorites, 


The original post on replacing caps by twisting "pig tails" in the leads of 
the new components and sleeving them on the leads of the old ones was mine. Now, 
this is just a hobby, and different people have different tastes. So, I haven't 
taken the recent comments as flames, and I hope you'll consider the following in 
the same light: 


Sixty-year-old radios, especially complex communications receivers, need to be 
restored rather than repaired if they are to perform like new. This generally 
means ALL the paper caps need to be replaced. The new caps are going to look 
distinctly different from the old unless one resorts to the extreme (if not 
compulsive) measure of individually rebuilding the old caps. Have at it if you 
want, but the only person who's going to see them is the next guy who buys the 
set. To me, outward appearance and electrical performance are FAR more 
important. A high end receiver will have maybe 30 bypass caps and I just don't 
have time for that. 

Now, as to the advisability of excavating the old solder joints to properly 
install replacement parts: The components in classic electronic gear were 
generally installed in layers. This often means that the capacitor leads were 
wrapped around the terminal lugs before the associated hook-up wire. Some of you 
may have the patience and ability to take these joints apart and reassemble them 
to be reasonable facsimile of the original, but I'm afraid most of us are going to 
end up with a lot of burned insulation and frayed ends of stranded 
wire. Also, there are a lot of joints, like in the front end of an SX-28, that 
can't be reached unless you strip the whole receiver. I much prefer to preserve 


the craftsmanship of the original assembly by not messing with it. 

I also view my technique as being minimally intrusive. If someone in the 
future decides he didn't like the way I restored the set, he's really not all that 
far from the original. I can't say as much if all the joints have be reworked. 

What I've been talking about here are common vintage radios. Sets that are 
extremely rare or historically significant should probably not be restored (or 
played). 


My two cents, 
Al 


Ed Sieb wrote: 


Hi Mike, 

Mike, W7MS wrote: 

> Not in my radio you don't! Solder wick and lots of patience equals 
>craftsmanship. 

>I don't like my radios to have that "TV repair shop look". 


VV VV VV WV 


He's absolutely correct! Classic and vintage radios deserve respect and a high 
caliber of craftsmanship when doing work on ‘em. I take my time and restore any 
repairs to a "like-original-factory" condition, even going to the trouble of 
"aging" the new solder connections. I use authentic sleeveing, and other hardware 
as required. I try to use superior, or improved ( but authentic) components when 
doing repairs so that the repaired component will hopefully outlast the radio its 


put into. One can be a craftsman and a repairman, too! :-) 
> 

> 73, de Ed VA3ES/VE2BAQ (that's Boat Anchor Quality) 
> 

> ee Oe Oe ee Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe ee Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe Oe ee Oe ee ee 

> Ed Sieb, VA3ES esieb@gmsiworld.com 

> P. 0. Box 8377, Ottawa Terminal, Ottawa, Ontario, K1G 3H8 
> 613-738-8924 (H) 613-599-5161 (W) 

> AMI 4529 Canadian Division Director. 

> Member - Radio Club of America, QCWA, AWA 

> Net Manager - Canadian Boat Anchor Net (3745 Kcs) 


Al Klase - N3FRQ 
skywaves@bw.webex.net 
Flemington, NJ 08822 


Date: Fri, 14 Nov 1997 23:40:19 -0400 
From: laffitte@prtc.net (laffitte) 

To: boatanchors@theporch.com 

Subject: "new" R390A 

Message-ID: <346D199E.F27FDC87@prtc.net> 


Hi Anchorites! 


A new R390A followed me home today. It is a Stewart Warner unit that 
had been sitting in a rack for a long time. It was made for the Signal 
Corps. The top and front panel were dusty from lack of use. After 
careful dusting and preliminary cleaning the set looked complete except 
for some tube shields that I replaced. I checked the fuses for the 
correct values and fired the old guy up after connecting an antenna and 
speaker. No, it did not smoke but came out working ok with good audio. 
Now, not everything is A+. Sensitivity is a bit low and the audio has 
problems when the limiter is set to off (anyone seen this before?). I 
peaked the RF section and it came out much better but still not up to 
par with my EAC. Checking resistances in the IF chassis yielded what I 
am sure is higher than normal values in R515 and 520. Things change 
dramatically when these two are out of range. They will be replaced in 
the weekend. Now there are two R390s, two R390As and a 392 in the schack 
and soon I will have to reduce the 20+ set collection before the XYL 
posts me on another list for sale cheap :>D. 


TNX and best 73s 
Guido KP4FAR 
BA collector in the still HOT :>( tropics 


PS: Where's the cool air I asked for??? 


Date: Sat, 15 Nov 1997 00:18:28 GMT 

From: "Robert S. Ross" <radiorob@serix.com> 

To: boatanchors@sco.theporch.com 

Subject: 2 MTR. AM Fun......... 

Message-ID: <3.0.16.19971115000516.34d78e48@serix.com> 


Hello BA'ers: 


Tonight I made my first transmission on 2 Meter AM!! Thanks go to Paul 
Bocci KINO, for supplying me with a couple of Crystals for my Clegg 22'er 
(Circa 1964). I picked up the Clegg 22'er at the Port Huron Hamfest this 
past summer...but didn't have any crytals for transmit...til Paul came to 


the rescue. My pal Al....VA3LX in St. Thomas, Ont. (about 15 miles south of 
me), says I was putting in a good signal...and the audio was superb. He was 
listening on a Gonset Communicator 3. 


My setup here for 2 meter AM is the Clegg 22'er which puts out about 20 
watts. I am using a cool Electrovoice 664 Mic as well. This is a special EV 
664 mic I recently picked up from Kathleen Smith VE3WKW....who is also a 
collector of Vintage Gear. I already had a couple CHROME EV664's..but this 
one is Factory Painted GREY....and was supposed to be the "Non Glare 
Model"....This is the only grey one I have ever seen...anyone else have a 
grey one???? 

What makes this 664 so cool...is the base it sits on. The Base was 
custom made by a couple of Michigan Hams. It is an exact replica of the 
Famous EV 419 Base...except that it is made of Bronze, Is painted Black 
Wrinkle...and has a Red Collins Meatball Emblem molded right into the front 
of the base. This is without a doubt the "most beautiful looking Mic base I 
have ever seen"...the 419's are neat...but this is one step beyond. 


So....now I'm kicking my butt for passing by all those boxes of 8 Mc 
Crystals at all the hamfests..... I'll be grabbing them now...so I can have 
a few extra freqs to play with on the Clegg. Think I'll dig the Old Heath 
Two'ers out and give them a try as well. There is about 3-4 locals here in 
the London area who are interested in 2 Mtr AM now...so hopefully we'll 
have a good group to communicate with. 


I'm really looking forward to this little step back in time....... 


73..ROB...... VA3SW 
Robert S. Ross VA3SW 
London, Ontario, CANADA 


Radio DX'er 
Antique Radio Enthusiast 


Wayward home for Hot Tubes....Heavy Radios...and Chrome Microphones!!! 


Date: Fri, 14 Nov 97 21:35:46 

From: "al parker" <al_parker@kacc.com> 

To: boatanchors@theporch.com 

Subject: need SX101 power xfrmr 

Message-ID: <9710148795 .AA879572146@ccuucp.kacc.com> 


That says it. I spent several days cleaning up the 101 I picked up 
2 weeks ago, and powered it up (slowly) after hours of heat. 
Sounded/worked OK, alignment would help when manual arrives. Shut 
it down for the nite after several hours. Next morning the fuse 
blew at power-up. After agonizing & fussing, I determined that the 
high voltage winding has a short across about 30% of it. Seems I 
have once again snatched defeat from the jaws of victory. 

Fair Radio's list of xfrmrs has dwindled greatly. Haven't 
checked anywhere else yet, but open for suggestions, or offers from 
anyone with a parts unit. 


Thanks & 73, Al, W8UT al_parker@kacc.com 
Dublin, CA 


End o£ BOATANCHORS Digest 1775 
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